
 
 
Measuring for your cornice is easy. Choose between an inside or outside mount, 
then follow the simple instructions to ensure a proper fit. 
getting started 
· have a pen or pencil handy for  
  recording measurements.  
· use a metal tape measure. it will 
  provide a more accurate 
  measurement. 
· measure each window. don't assume 
  that all windows are the same size. 
  
 
Inside mount   
- mounted within the window frame  
- provides a clean, built-in look  
- 1" minimum depth required for secure mount  
- if window frame isn't deep enough please select outside mount  

 
Step 1.  
Measure the inside width at the top of the window where the cornice is to be installed- measure    
in multiple spots to ensure accuracy.  If there are any size variations, then use the smallest 
measurement- this is your ordering width. We will take a small deduction form ordering width to 
ensure a proper fit (approx 1/4").   
NOTE: INSIDE MOUNT CORNICES DO NOT COME WITH RETURNS. 
 



Step 2.  
Determine the height you would like the valance to be. This is your ordering height. 
 
Step 3. 
Determine the depth you would like you valance to be.  This will be the overall “front to back” 
inside depth of cornice.  The OVERALL depth will be ½” larger/ deeper (accounting for 
additional depth of face).  For a “flush mount” be sure to order a depth that will fit within the depth 
of the windows casing- be sure to note that overall depth will be ½” deeper.   

 
Tip:  if you are planning to install a treatment inside the cornice you may want to either plan on 
ordering the cornice with enough depth so that you can install the treatment directly to the bottom 
of the cornice or, you can simply order the cornice with a shallow “depth” (1 ½”d) and install the 
other treatment behind it, not attaching directly to the cornice. 
 *NOTE: WHEN CALCULATING THE “HEIGHT” OF A TREATMENT THAT WILL BE INSTALLED 
UNDER/INSIDE THE CORNICE, PLEASE ACCOUNT FOR ¾” THICKNESS OF THE 
CORNICE’S HEADRAIL - THEREFORE YOUR TREATMENT WILL DROP DOWN ¾” LOWER 
THAN TOP OF CORNICE. 

 
Outside/ wall mount 
     - A great option when there is not enough depth for an inside mount or if you already have 
(or will have) a window treatment mounted to the inside.   
      - mounted to the wall, ceiling or molding surface surrounding the window 
      - often used to make the window appear larger or to hide a less attractive window or door  
      - no minimum depth requirement  
      - minimum of 2" flat surface (on wall, frame or ceiling) required for secure mount  



 
Step 1.  
Measure the width of the area you wish to cover. If space allows we recommend adding 2-3” (1 - 
1 1/2” each side) to this measurement to help eliminate light seepage. This is your ordering width.  
NOTE:  THIS WILL BE THE “INSIDE” WIDTH OF THE CORNICE- THE OVERALL WIDTH OF 
THE CORNICE WILL BE 1 ½” WIDER DUE TO THICKNESS OF RETURNS.   
EXAMPLE:  A CORNICE ORDERED AS AN ÒOUTSIDE MOUNTÓ, 36Ó WI DE 
WI LL BE MADE AS 37 ! Ó OVERALL.     
 
                                                       (TOP VIEW)                                             

                                  
Step 2.  
Measure the height of the area you wish to cover.  This is your ordering length. 
Step 3. 
Determine the depth you would like you valance to be.  This will be the overall “front to back” 
inside depth of cornice.  The OVERALL depth will be ½” larger/ deeper (accounting for 
additional thickness of face).   
 

 
Tip:  if you are planning to install a treatment behind the cornice you may want to either plan on 
ordering the cornice with enough depth so that you can install the treatment directly to the bottom 
of the cornice.   
*NOTE: WHEN CALCULATING THE “HEIGHT” OF A TREATMENT THAT WILL BE INSTALLED 
UNDER/INSIDE THE CORNICE, PLEASE ACCOUNT FOR ¾” THICKNESS OF THE 



CORNICE’S HEADRAIL - THEREFORE YOUR TREATMENT WILL DROP DOWN ¾” LOWER 
THAN TOP OF CORNICE. 

 
 
 


